
Ú Variable bent axis hydraulic motor 

Ú Area of application: Drives for Agricultural and building 
 machinery in open and closed circuit

Ú Low pressure control (LP)

Ú High pressure (HP)

Ú Optimised for drive controls e.g. SAUER BIBUS

Ú Optimised for modular drive systems e.g. SAUER BIBUS

www.sauerbibus.de

Advantages at a glance:

Special features:

Ú  233 ccm / rev displacement

Ú  Swivel angle 45°;  high hydraulic conversion range

Ú  Optimized high speed rotation

Ú LP Control
	 •		electro-proportional	closed-loop	
	 •		Swivel	angle	sensor
	 •		flashing	valve	optional
	 •		compact	design
	 •		few	components
	 •		external	pressure	supply
 •		high-pressureports	1	¼“

Ú HP Control
	 •		electro-proportional	
	 •		hydraulic-proportional	optional
	 •		high-pressureports	1“

Ú Redundant speed sensor 

Ú temperature sensor optional

Ú  Spline Shaft according DIN or SAE



www.sauerbibus.de

Technical Data: 233 ccm/rev 
 
Ú  Nominal Speed 	 at	45°	 1.600	1/min	 	
	 (rotation	group)		 at	7°		 4.100	1/min	 	
	 	 at	0°		 4.300	1/min	  
 
Ú Max. Speed at	45°		 1.900	1/min	 	
	 (rotation	group)	 at	7°		 4.300	1/min	 	
	 	 at	0°		 4.500	1/min 
  
Ú  Nominal pressure  Δp	=	450	bar 
 
Ú  Peak pressure intermittend	 Δp	=	510	bar 
 
Ú  Output Torque (Δp	=	450	bar) 
 LP-control	 at	Vgmax	 1.600	Nm 
		 HP-control	 at	Vgmax	 1.550	Nm  
   
Ú  Control pressure	 LP	 Δp	=			25	bar	ext. 
	 	 HP	 Δp	=	450	bar	intern. 
 
Ú Case pressure nomin. press. 3 bar 
  peak press. 5 bar 
 
Ú Weight	 LP-control	approx.	160	kg 
	 	 HP-control	approx.	165	kg 
 
Ú Installation position  optional 
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SAUER BIBUS GmbH - Lise-Meitner-Ring	13	-	89231	Neu-Ulm	-	Telefon	+49	731	1896	0	-	Telefax	+49	731	1896	199	-	info@sauerbibus.de

Circuit diagram: LP

Connections:

Dimensions:

M3

M4

P

A

B

T1

Vg
maxmin

T3 T7T2

Winkelsensor

A, B  SAE 1 1/4“, Code 62 
T1, T2   M26x1,5
P M14x1,5   
M3, M4 M14x1,5

 22,5° 

 ~472 

T2

W50x2x30x24x8f

Anschluss B
SAE 1 1/4" 6000PSI

M12 (4x)
Nutzbare
Gewindetiefe 18 mm

T4

0,
06

3

 25 

0
Ø

 1
80

 -

 9 
 60,7 

SAE 1 1/4" 6000PSI

Y1

Anschluss AM12 (4x)
Nutzbare
Gewindetiefe 18 mm

±0
,3

15
8,

4 
21

1 

Ø 18 (4
x) 

M3

M4
T1

T3

 90 

 ~
34

5 

 188  98 

Ø
 2

80
 -0 0,

08
1

 16 
 28 

 5
52

 

 82 

Ø
 7

0 

 132 

 1
7 

 664 

 2
10

 
 1

35
 

SAE 1 1/2" 6000PSI
Anschluss B

W60x2x28x9g

T4

M16 (4x)
Nutzbare
Gewindetiefe 
25 mm

22 

 3
37

 

 337 
Ø 320 

Y1

SAE 1 1/2" 6000PSI
Anschluss A

M16 (4x)
Nutzbare
Gewindetiefe 
25 mm

 212 

 275 
 152 

 123 

 130 

 22,5° 

 2
53

 
 1

72
 

 4
24

,4
 

 320 

 211,5 
 206 

M3
P

M3

M4

P

A

B

T1

Vg
maxmin

T3 T7T2

Winkelsensor

A, B  SAE 1 1/4“, Code 62 
T1, T2   M26x1,5
P M14x1,5   
M3, M4 M14x1,5

 22,5° 

 ~472 

T2

W50x2x30x24x8f

Anschluss B
SAE 1 1/4" 6000PSI

M12 (4x)
Nutzbare
Gewindetiefe 18 mm

T4

0,
06

3

 25 

0
Ø

 1
80

 -

 9 
 60,7 

SAE 1 1/4" 6000PSI

Y1

Anschluss AM12 (4x)
Nutzbare
Gewindetiefe 18 mm

±0
,3

15
8,

4 
21

1 

Ø 18 (4
x) 

M3

M4
T1

T3

 90 

 ~
34

5 

 188  98 

Ø
 2

80
 -0 0,

08
1

 16 
 28 

 5
52

 

 82 

Ø
 7

0 

 132 

 1
7 

 664 

 2
10

 
 1

35
 

SAE 1 1/2" 6000PSI
Anschluss B

W60x2x28x9g

T4

M16 (4x)
Nutzbare
Gewindetiefe 
25 mm

22 

 3
37

 

 337 
Ø 320 

Y1

SAE 1 1/2" 6000PSI
Anschluss A

M16 (4x)
Nutzbare
Gewindetiefe 
25 mm

 212 

 275 
 152 

 123 

 130 

 22,5° 

 2
53

 
 1

72
 

 4
24

,4
 

 320 

 211,5 
 206 

M3
P

Ú Different requirements on request

Ú Detailed installation drawing on request


